18 Hinge Screw Cover Box NEMA 1
Indoor With Back Plate
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r NOTES
~ 1. BOX AND COVER CONSTRUCTION - GALV SHEET STEEL.
0 2. FINISH: POWDER COAT GRAY ENAMEL.
© KO PATTERN FOR 3. STANDARD 0.75" LIP AROUND PERIMETER OF BOX OPENING.
6" X 6" BOXES 4. KNOCK OUTS ON TOP, BOTTOM, AND SIDES. NKO BOXES
SHARE SAME FEATURES WITH KO'S OMITTED.
®] 12 OD 5. TEARDROP SCREW SLOTS ON BOXES < 24" X 24".
@ 1.87 1D

/ /| Features /

* Enclosure and cover are produced with 16, 14, or 12 gauge steel in accordance with UL standards.

o Flanged steel door provided with a continuous steel piano hinge.

* Hinge cover boxes are fastened by default with screws. A flush coin-turn latch or keyed locks available by
request.

* Available with or without knockouts. For no knockouts, refer to suffix -NK in catalog number.

» Available with or without paint. For no paint, refer to suffix -NP in catalog number. Unpainted enclosures are
made to order.

o Grounding embossment standard in rear of box. Grounding screws sold separately.

* Holes are incorporated into the back of the enclosure for mounting.

o ANSI 61 wrinkle gray polyester powder coating.

» Available Accessories: Flush coin-turn latch, keyed turn latch, ground screws, replacement cover screws.

/ / Application /

» Designed for use as a junction box or pull box.

 Forindoor use to provide protection against contact « NEMA Type 1
with enclosed equipment where moisture and dust « UL50 Type 1
are not a problem. e cUL Type 1 (equivalent to CSA)
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