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• Hinge cover box.
• Cam lock with Cat. 45 key.
• Mounted in box.
 A. 250 or 480V fuse holders.
 B. Solid removable copper neutral.
 C. Neutral bars available upon request.
• Electrostatically applied powder coat red finish
• Other sizes and configurations available upon request.
• Indoor or weatherproof construction.

• Panelboard bus bar construction.
• Main lug line provisions.
• Plexiglass dead front safety cover.
• Hinged main door and hinged inner access door.

Features (Boxes and Panels)

Features (Panels only)

Product Selection

60Fire Alarm Boxes & Control Panels

Part # Size (Inches) Amps (A) Voltage (V) Fuse Finish 

Co
nt
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Pa
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 NAV-FACP-12C30A 30 × 24 × 6 30 600 H or R Powder Coated Red 

NAV-FACP-24C30A 30 × 24 × 6 30 600 H or R Powder Coated Red 

NAV-FACP-36C30A 30 × 24 × 6 30 600 H or R Powder Coated Red 

Part # Size (Inches) Amps (A) Poles Finish 

Bo
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FAB 884 8 × 8 × 4 30 4 Powder Coated Red 

FAB 1284 12 × 8 × 4 60 3 Powder Coated Red 

FAB 12124 12 × 12 × 4 30 6 Powder Coated Red 

FAB 16164 16 × 16 × 4 30 8 Powder Coated Red 

FAB 24204 24 × 20 × 4 30 12 Powder Coated Red 

FAB-12P-60A 30 × 30 × 4 60 12 Powder Coated Red 


